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1 Are the dampers the correct type?

2 Are the dampers located correctly? The damper location is to be checked against the 

installation drawings/details

or other agreed location.

4 Have supports for both the damper and the adjacent ductwork 

been installed in accordance with the approved manner?

5

6 Unobstructed space should be provided for safe access 

to the damper. This must include access through ceiling 

voids and adjacent services. Damper installer to advise 

the system designer if problems are foreseen.

7 Has the space around the damper and within the opening been 

left clear and not been used for other services?

Other services within the installation opening will 

invalidate the installation method. Damper installer to 

advise the lead contractor if problems are foreseen.

8 Using the access opening provided, are the damper blades in 

the open position?

Check position of damper blades.

9 Has the damper been checked for internal cleanliness, free  

from damage and that vertical casings in particular are free  

from debris?

With the damper in the closed position, inspect for 

damage.

10 Has the damper been released to simulate operation of the 

thermal release? (Damper drop test)

Ensure damper operation is free from interference.

11  

the access panel replaced?

 

on the blade position indicator is correct.

12

penetration seal complete?

Damper installer to record on the handover register if  

any following trades are still to complete their activities.

prior to system commissioning?

Obtain the relevant acceptance of the damper installation 

from the CDM coordinator.

14

schedule?

 

Name of installation location: 

Address: 

 

Damper product type: 

Release fuse temperature: 

Notes/Considerations:

 

Company Name: 

Address: 

Company Telephone No: 
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The procedure detailed under periodic maintenance 

should be followed� � � � � � � � � � � � � � � � � � �
1. For dampers this is at least once per year for units 

with spring operation.

2. Units operating in dust laden atmospheres, should 

be checked more often to suit the severity of the 

conditions

Units associated with systems may be required to 

be checked, as part of the system, as often as once 

in the life safety system. This may be seen as 
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1. The units should be carefully inspected and 

cleaned of dust and debris

2. The units should then be lubricated with a light oil, 

by wiping this over all the surfaces

is moving the blades from open to closed and the 

reverse.

it should be checked that they are actually indicating 

that the blades are open or closed. This is done 

by running a cycle and checking both the blades 

(open and closed) and the indication that the micro 

switches are feeding back to.

� � � �   ! " # $ ! % & '


