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Kopplingsbox, fabriksmonterad pa Paragon Wall.
Reld Triacenhet TR
Allpolig brytare, brytavstand >3mm.
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1. Junction box, Paragon Wall factoty fitted
2. Relay TR Triac unit
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Double-pole switch, contact separation >3mm.
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ADAPT Triac
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1. Kopplingsbox, fabriksmonterad pa Paragon Wall
2. Reld ADAPT Triac.
3. Allpolig brytare, brytavstand >3mm.
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Junction box, Paragon Wall factoty fitted
2. Relay ADAPT Triac

3. Double-pole switch, contact separation >3mm.
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1 Overhettningskydd / Overheating protection / Protection de surchauffe  (Auto reset)
2 Gverhettningskydd / Overheating protection / Protection de surchauffe  (Man reset)
3 Varmestav / Heating element / Elément de chauffe

b blarbluerbleu br brun/brown/brun bl svartblack/noir grafgrey/gris

SWEGON AB ARVIKA SWEDEN

w‘l Kopplingschema / Circuit diagram / Schéma de circuit]

Artnr. 942264002

== 1. Kopplingsbox, fabriksmonterad pa Paragon Wall &&= 1. Junction box, Paragon Wall factoty fitted

billities, or lack of experience and knowledge, unless they have been given supervision or instruction.

if The appliance is not to be used by children or persons with reduced physical, sensory or mental capa-
Children being supervised not to play with the appliance.

Instructions for heaters for mounting at high level state that the heater must be installed at least 1,8m above the
floor.Necessity to allow disconnection of the appliance from the supply after installation, by accessible plug or a
switch in the fixed wiring.
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